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Digital Clamp Meter

X Electrical Specifications

e Frequency range 50~500Hz

Function Rango ' Rnolu!lon; AVG Accuracy [ Max. Input Romarks
A 400A 01A (1 8%rdg+ 10dgt) ¢-Accuracy In thw cens
P ! Current GOOA of sirie wave
ACA | 600A | 1A t(1%rda gl i Ll

| —— o TR H50-H00H

Function | Range | Resolution Acélﬁ& Max. Input )

A 400A 01A | 4(1 8%rdg+10dqgt)
e . C 60
DCA G00A 1A t(1%rdg+5Hdgt) rrent GOOA
Function | Range | Resolution Accuracy Input Impodni\hc;-( o Mnx Input ]
400mv 0.1mV  [#(0.75%rdg+3dgt) | Approx. == 100MQ
\"4 40\</ 0.001V Approx. 11MQ
by 4 0.01V N . Vollage 600V
i o )
DCV [ao0v | oav | *(1rdat3dgh) oo om0
600V 1V
Function | Range | Resolution | AVG Accuracy | Input Impedance Max. Input
vV | 440\</ 00.000110/ (1 5%rdg410dgl) Approx. 11MQ
Aoy |400v | oav . Approx. 10MQ Viltage 500Y e
600V | 1V (1., 5/ordg+5dgl)
e Accuracy in the case of sine wave

Function | Range | Resolution |  Accuracy Max. Input I Remarks
400Q | 0.1Q e Open voltage:
4kQ 0. 001kQ Approx. 0.4V
B LT B, o +(19 o+
Q 40kQ _0_01@ (1%rdg*3dgt) Voltage 600V | The measuring current
Resistance| 400kQ 0.1kQ changes in accordance
4MQ | 0.001MQ | #(3%rdg+5dgt) with the resistance
40MQ 0.01MQ +(5%rdg+5dgt) measured
Function| Range | Resolution |  Accuracy Max. Input Remarks
..ﬂ. " . Open voltage:
Diode 1V 0.001V +(10%rdg+5dgt) Voltage 600V Approx. 1.5V
Function | Range | Resolution Max. Input - __Remarks |
.." e The buzzer W|l| turn on for resmtance below
Gantinuily 400Q 0.1Q Voltage 600V approx. 1000
Function [ Range | Resolution Accuracy Max.lnput | Remarks
5Hz 0.001Hz
HZ 50Hz 0.01Hz e Accuracy in the case
500Hz 0.1Hz o rda+ of sine wave
Frequency| 5kHz | 0.001kHz £{0.TharcgeBdgty | Vollage80OV' || o 00kMz fyplcal
50kHz | 0.01kHz above 5V rms
100kHz| 0.1kHz

» Product Description
B Additional Features: Data Hold, Auto Range, Auto Power Off Selection
m Large LCD with 3 3/4 digit display 4000 counts
B Max. diameter for clamp jaw: 30 mm
® Low battery indicator and auto shut off (after 30 minutes)

X Specification
m Safety Standard:

IEC B1010-2-033 CAT Il 600V
® Dimension: 190mm (L) x 71Tmm (W) x 37mm (H)

m Weight: Approx. 200g

B Accessories: Operational Manual,
Battery (1.5V AAA) x 2pcs, Test L.ead (red +black)
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